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SCHEDA TECNICA N° 317 

 

DECOR VELLUTI (line I Decorativi) 
POLYCHROMATIC, SATIN, WATER-BASED DECORATIVE PAINT WITH "SILK 

EFFECT" FINISH 
 
GENERALITY': "DECOR VELLUTI" is a water-based finish with a "silk coating" decorative effect, 
with a multi-colored silver pigmentation, one-component, physically drying, for internal use only. The 
extraordinary beauty of the decorative effect recalls the satin finish and softness of silk, recalling its 
particular and iridescent color shades. Particularly suitable, therefore, to embellish the internal 
surfaces of apartments, studios, villas, hotels, and any other very busy environment where unique and 
prestigious finishes are required. Based on particular water-based copolymers and heavy metal-free 
pigments, "DECOR VELLUTI" combines good resistance to washing, abrasion and normal shocks 
(after at least 15 days from application), to light, and permeability to water vapor which prevents the 
proliferation of bacterial colonies. Easy to apply, even if professional, the product has a low 
environmental impact and practically odorless, so much so that it is possible to apply it even in poorly 
ventilated environments. Applicable on many types of plasters and old coatings in good condition. 
Once on the wall, the product can be discreetly retouched, using the same precautions as the original 
application. The appearance of the dried film is satin and the film that forms has good elasticity 
together with good breathability properties. The "DECOR VELLUTI" decorative system is completed 
by the "DECOR FONDO" (as a base water paint / primer) and by the "DECOR COLOR" 
(concentrated dyes). Not applicable on walkable surfaces. Formaldehyde free. 

 
PREPARATION OF THE SUPPORT: 
Remove old paint that is not well anchored and / or chalking and wash with suitable detergents. When 
the substrate is dry, putty and once dried, sand to smooth the surface well. Subsequently, apply as a 
primer, a coat of “DECOR FONDO” diluted with a maximum of 50% by weight of water, and after 
about 4 - 6 hours apply the second coat of “DECOR FONDO” diluted with a maximum of 10% by 
weight of water. The “DECOR FONDO” must be applied with a wool roller or spray brush with well-
crossed passages in order to obtain perfect coverage and masking of the substrate. If, on the other 
hand, the surfaces are sound, smooth, not crumbling or new, sand only where necessary to make the 
substrate smooth. Then apply “DECOR FONDO” diluted with a maximum of 10% by weight of 
water, only on the grouting, and after 4 - 6 hours apply a second coat (diluted as the first coat) to cover 
the support over the entire surface. After 4 hours, proceed with the application of “DECOR 
VELLUTI”. The “DECOR FONDO” must be colored, before application, according to the finishing 
color of the “DECOR VELLUTI” chosen. 
In any case, the substrate must be perfectly dry and well-seasoned (at least four weeks), free from 
friable and oily residues, from saline efflorescence, from plant formations, from bacterial colonies. 
 
APPLICATION: with 20x8 stainless steel trowel with rounded edges. Manually mix the contents of 
the tin with a stainless-steel spatula (do not use high-speed electric stirrers), and at the same time add 
the relative quantity of "DECOR COLOR" or with tintometric coloring pastes, to obtain the color 
tone. desired according to the suggestions in the color chart or to your own imagination. A single 
application coat is sufficient to obtain the effects described below. Apply with temperatures (substrate 
and ambient) between + 10°C and + 30°C. Do not apply on hot, humid or icy surfaces, in the presence 
of strong ventilation, in environments with high relative humidity. Before application, protect and 
adequately cover all parts that must not be painted such as doors, windows, glassware, furniture, 
furnishings, floors. 
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SPATULA SILK EFFECT 
apply a thin layer of “DECOR VELLUTI” with the stainless-steel trowel. After treating about 1 square 

meter of support, work the applied “DECOR VELLUTI”, with crossed spatula strokes in all directions, in 

order to create satin, iridescent and soft effects, typical of the silk effect. Once the application is 

complete, any imperfections can be restored by applying the “DECOR VELLUTI” again by spatulating 

again, and at the same time creating light-dark reflections as described above. 

 
APPEARANCE:   Creamy, silvery. 
 
MAX DILUTION: None. Ready to use. Stir exclusively by hand before use. 
 
SUPPLY VISCOSITY: Pasty fluid, tending to thixotropy. 
 Approximately 13000 cps (Brookfield/RVF4/20 rpm/a 23 ± 2°C.) 
 
SPECIFIC WEIGHT: Kg/lt: 1,08 ± 0,03 a 23 ± 2°C. 
 
PH: 8,00 ± 0,5 a 23 ± 2°C. 
 
THEORETICAL PERFORMANCE: Mq/lt: 7 - 9 for one coat, but variable according to the porosity 

/ absorption / roughness of the support, and the application 
technique used, perhaps even customized. 

 
DRYING: About 2 hours to the touch; about 24 hours in depth; perfectly 

hardened after 15 days. Over paintable with itself after at least 
4 - 6 hours. In the eventuality, after 15 days, it can be painted 
over with any water-based paint. 

 
TOOL WASHING: With water immediately after use. With "FATEC NITRO" 

thinner if the hardening process is already in progress. 
 
SALE PACKS: Plastic cans from 4 lt. 
 
COLORS:  Silver 700 Base, which can be colored with "DECOR 

COLOR" in the proportions suggested by the color chart or in 
customized proportions with tintometric coloring pastes. 

 
STORAGE: Store in tightly closed original tin, in a cool and airy place, 

away from frost and out of the reach of children. Under these 
conditions, the product remains stable for about 2 years. 

 
VOC classification: 
 

- Paints with decorative effects. 
- EU VOC limit value (Directive 2004/42/EC) for these products (category A/l, type 

BA): 300 g/l (2007); 200 g/l (2010). 
- This product contains a maximum of 200 g/l of VOC. 

 
Actual VOC of the product: 35,00 g/l 
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WARNINGS:" DECOR VELLUTI "is formulated with a combination of special resins and natural 

products, which give life to different responses in terms of final effect and shades of color. 
Therefore, each installation acquires its own personalization. The various colors, once placed in 
place, may vary significantly from the catalog, as well as between one supply and the next. 
We therefore recommend: do not leave half walls left without material, or even contiguous walls 
in the same environment - to previously mix the various packages of the same color in a single 
larger and more capable container, if the surface to be treated is very large. 
Avoid direct contact with the skin and eyes, and adopt individual protection systems such as 
gloves, goggles, overalls, despite the fact that the product is not particularly aggressive. 


